
Features

• Low Optical Distortions  
• High Reliability 
• Fail-Safe Latching 
• Epoxy-Free Optical Path

Applications

• Channel Blocking  
• Configurable Add/Drop
• System Monitoring  
• Instrumentation  
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LB Doubled Dual 2x2 Bypass MM  Switch  Min Typical Max Unit 
Operation Wavelength  

Single Band: 850, 1310, 1410, 1550 nm 
Dual Band: 850 and 1310  

Insertion Loss ¹ ² ³  0.7 1.2 dB 
Wavelength Dependent Loss   0.30 dB 
Return Loss ¹ ² ³ 35   dB 
Cross Talk ¹ ³ 35   dB 
Switching Time  3 10 ms 
Repeatability    ±0.02 dB 

Durability 107 Cycle 
Operating Voltage 5 5 6 VDC 

Operating Current   30 60 mA 
Voltage Pulse Width (Latching Type)  20  mS 

Switching Type  Latching/Non-Latching  
Operating Temperature -5  70 oC 
Optical Power Handling 4  300 500 mW 
Storage Temperature  -40  85 oC 
Package Dimension 37.0L x 29.2W x 8.0H mm 
     
    1.  Insertion loss excludes connector. 
      2.  Light source CPR<14dB.  
     3.  Our device is designed and optimized for certain laser launch condition which is characterized as CPR value.  
     In general, if application exceeds the specified CPR value, optical performance will become worsen. 
     4.  Continuous operation, for pulse operation call. 
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(Protected by U.S. patent 6823102 and pending patents)

We offer tight-bend-fiber version, which reduces the minimum bending
radius from normal 15 mm to 7 mm. This feature enables smaller overall foot
print.

Product Description
The LB Series Doubled Dual 2x2 Bypass multimode switch integrated 2
independently activated Dual 2x2 Bypass switches in a single compact format.
The device connects optical channels by redirecting incoming optical signals
into selected output fibers. This is achieved using a patented opto-
mechanical configuration and activated via an electrical control signal.
Latching operation preserves the selected optical path after the drive signal
has been removed. The switch has integrated electrical position sensors. This
novel design significantly reduces moving part position sensitivity, offering
unprecedented high stability as well as an unmatched low cost. The switch is
bidirectional.

Performance Specifications

LightBendTM Doubled Dual 2x2 
Bypass Multimode Switch
(Bidirectional)



Mechanical  Dimensions (Unit:mm)

Electrical Driving Requirements
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  LDDB*-           
 Type Wavelength Switch Package  Fiber Type  Fiber Length Connector 

 Dual 2x2=22 
Special=00 

1060=1 
C+L=2 
1310=3 
1410=4 
1550=5 
650=6 
780=7 
850=8 
1310 & 1550= 9 
850 and 1310=A 
Special=0 

Latching=1  
Non-Latching=2 
Special=0 

Standard=1 
Special=0 

50/125=5 
62.5/125=6 
Special=0 

Bare fiber=1 
900um 
tube=3 
Special=0 

0.25m=1 
0.5m=2 
1.0m=3 
Special=0 
 

None=1 
FC/PC=2           
FC/APC=3 
SC/PC=4     
SC/APC=5 
ST/PC=6 
LC=7      
Duplex LC=8      
Special=0 
 

   * LDDB: Light Bend Doubled Dual 2x2 Bypass Switch. 
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Ordering Information

Functional Diagram

LightBendTM Doubled Dual 2x2 Bypass 
Multimode Switch

Optical Path
Electric Drive Status Sensor

Pin 1 Pin 8 Pin 2-3 Pin 3-4 Pin 5-6 Pin 6-7
1→1’, 2→2’
3→3’, 4→4’ GND 5V Pulse Close Open Open Close

1→3’, 2→4’ 5V Pulse GND Open Close Close Open

Non-Latching TypeLatching Type

Optical Path
Electric Drive Status Sensor

Pin 1 Pin 8 Pin 2-3 Pin 3-4 Pin 5-6 Pin 6-7
1→1’, 2→2’
3→3’, 4→4’ No Power Close Open Open Close

1→3’, 2→4’ 5V GND Open Close Close Open

Port 1

Port 3

Port 2

Port 4

Port 1

Port 3

Port 2

Port 4

One of LB Dual 2x2 Bypass MM Switch

The load is a resistive coil which is activated by applying 5V (draw ~ 40mA).  Applying too long pulse for the 
latching version will heat up the device. Agiltron offers a computer control kit with TTL and RS232 interfaces and 
WindowsTM GUI.  Agiltron also provides driving circuit design and fiber layout assistance.

37.0

Port 1'

Port 4'

Port 2'
Port 3'

Port 1

Port 4

Port 2
Port 3

Pin18

9.7

2.2
2.2

3.2

4 5

11.9

3.2

2.2
2.2

8.0

0.5x0.2

4.3

Relay 1

Relay 2

2.56
5.08
11.25.08

2.6

22.9

3.15

29.2

Pin1
4

8
5

Port 1'

Port 4'

Port 2'
Port 3'

Ø5.5
Port 1

Port 4

Port 2
Port 3


	LightBendTM Doubled Dual 2x2 �Bypass Multimode Switch
	Slide Number 2


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /UseDeviceIndependentColor
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


