**Fiber Optical Collimators**
*(SM, PM, 5W, 10W)*

**Product Description**

We produce a wide range of miniature fiber optical collimators, featuring low loss, long working distance, high return loss, no organic in the light path, and high optical power handling. These collimators are used in many of our products. We are specialized in providing unique solution.

**Performance Specifications**

<table>
<thead>
<tr>
<th>NanoSpeed P Series Switches</th>
<th>Min</th>
<th>Typical</th>
<th>Max</th>
<th>Unit</th>
</tr>
</thead>
<tbody>
<tr>
<td>Insertion Loss [1]</td>
<td></td>
<td></td>
<td></td>
<td>dB</td>
</tr>
<tr>
<td>630, 632, 650 +/-20nm</td>
<td>0.8</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>780, 850, 980 +/-20nm</td>
<td>0.3</td>
<td>0.4</td>
<td></td>
<td></td>
</tr>
<tr>
<td>1060, 1220 +/-30nm</td>
<td>0.3</td>
<td>0.3</td>
<td></td>
<td></td>
</tr>
<tr>
<td>1310 - 1600 nm</td>
<td>0.2</td>
<td>0.25</td>
<td></td>
<td></td>
</tr>
<tr>
<td>1900 - 2400nm</td>
<td>0.4</td>
<td>0.5</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Working Distance</td>
<td>1</td>
<td>5</td>
<td>20</td>
<td>mm</td>
</tr>
<tr>
<td>PMD (SMF Switch only)</td>
<td>0.1</td>
<td>0.3</td>
<td></td>
<td>ps</td>
</tr>
<tr>
<td>Extinction Ratio (PMF only)</td>
<td>18</td>
<td>25</td>
<td></td>
<td>dB</td>
</tr>
<tr>
<td>Return Loss</td>
<td>55</td>
<td>60</td>
<td></td>
<td>dB</td>
</tr>
<tr>
<td>DC</td>
<td>1000</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Optic power Handling [4]</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Normal power version</td>
<td>300</td>
<td></td>
<td></td>
<td>mW</td>
</tr>
<tr>
<td>High power version</td>
<td>5,10</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Operating Temperature</td>
<td></td>
<td></td>
<td></td>
<td>°C</td>
</tr>
<tr>
<td>Standard</td>
<td>-5</td>
<td></td>
<td>75</td>
<td></td>
</tr>
<tr>
<td>Special version</td>
<td>-40</td>
<td></td>
<td>85</td>
<td></td>
</tr>
<tr>
<td>Storage Temperature</td>
<td>-45</td>
<td></td>
<td>100</td>
<td>°C</td>
</tr>
</tbody>
</table>

Fiber Optical Collimators

Mechanical Dimensions (Unit: mm)

PM Stress Field Orientation

Slow axis
### Fiber Optical Collimators

#### Typical Collimator Beam Profile

![Typical Collimator Beam Profile Image]

#### Ordering Information

<table>
<thead>
<tr>
<th>FCOM-</th>
<th>Type</th>
<th>Slow Axis Orientation</th>
<th>Wavelength</th>
<th>Working Distance (mm)</th>
<th>Diameter (mm)</th>
<th>Power</th>
<th>Fiber Type</th>
<th>Fiber Length</th>
<th>Connector</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Single=1</td>
<td>I = 1</td>
<td>1060=1</td>
<td>5 = 1</td>
<td>300mW=1</td>
<td>SMF-28=1</td>
<td>None=1</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>Dual= 2</td>
<td>H = 2</td>
<td>2000=2</td>
<td>10 = 2</td>
<td>1W=3</td>
<td>HI1060=2</td>
<td>FC/PC=2</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>T = 3</td>
<td>1310=3</td>
<td>10 = 2</td>
<td>2.8 = 2</td>
<td>10W=3</td>
<td>HI780=3</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>N/A = 4</td>
<td>1480=4</td>
<td>20 = 3</td>
<td>1.8 = 1</td>
<td>Special =0</td>
<td>PM1550/400=4</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>Special =0</td>
<td>1550=5</td>
<td>Special =0</td>
<td>1.4 = 1</td>
<td>Special =0</td>
<td>PM1550/250=5</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>1625=6</td>
<td>3.2 = 3</td>
<td>Special =0</td>
<td>0.25m=1</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>780=7</td>
<td>2.8 = 2</td>
<td>Special =0</td>
<td>0.5m=2</td>
<td>Special =0</td>
<td>PM980=9</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>850=8</td>
<td>1.8 = 1</td>
<td>Special =0</td>
<td>1.0 m=3</td>
<td>Special =0</td>
<td>PM980/250=5</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>650=9</td>
<td>1.4 = 1</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>550=10</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>400=11</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>380=12</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>360=13</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>340=14</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>320=15</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>300=16</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>280=17</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>260=18</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>240=19</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>220=20</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>200=21</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>180=22</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>160=23</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>140=24</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>120=25</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>100=26</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>80=27</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>60=28</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>40=29</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
<tr>
<td></td>
<td>20=30</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>Special =0</td>
<td>PM850=8</td>
<td>Spec, =0</td>
<td>FC/PC=2</td>
<td>Spec, =0</td>
</tr>
</tbody>
</table>

Revised: 3-6-2020

15 Presidential Way, Woburn, MA 01801    Tel: (781) 9351200 Fax: (781) 935-2040

www.agiltron.com